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Features

Bottom Layer Soldered Processor

One 262-pin DDR5 4800MHz SO-DIMM socket, supports
up to 32GB Max. (non ECC only)

Four Display, 1x DP++, 1x HDMI, 1x 2CH LVDS or eDP,
1x USB Type C support DP

Expansion Slot, M.2 Key-B, M.2 Key-E, M.2 Key-M
Two Gigabit Ethernet, 2 x 2.6GbE

DCin+39V ~+36V or USB Type C Adapter (20V) Note:
DCIN & USB Type C Adapter Can Only Use Either One

HDMI DP++ DDR5 USB 3.2 RS232/422/485
SO-DIMM
Specifications
System Information Audio
Processor 13th Gen. Intel® Core™ i7/i5/i3/Pentium® BGA Processor, Audio Codec Realtek ALC888S HD Audio Decoding Controller

System Memory

support Up to 16/28W Max

1x 262-pin DDR5 4800MHz SO-DIMM socket, supports up to
326B Max. (non ECC only)

Audio Interface Line-in, Mic-in, Line-out

Audio Amplifier 2x 2W 40 Amplifier

1/0 Chipset ECITE IT5782VG Ethernet
Watchdog Timer H/W Reset, Isec. ~ 65535sec and Isec. or Imin./step LAN Chipset 2 x Intel®1226LM for standard temperature/Intel® 12261T for
0s AMI BIOS, 256Mbit SPI Flash ROM extend temperature
3 t
Bl : e Ethernet Interface 10/100/1000/2.5G Base-Tx GbE compatible
H/W Status Monitor ~ CPU & system temperature monitoring Voltages monitorin
Y : o rotag £ LAN Port 2XRU-45

TPM by BOM option: Onboard NuvoTon NPCT760AABYX/ i

NPCT754AADYX (for extend temperature) supports TPM 2.0 Power Requirement
Board 3.5" Power Mode AT/ATX (Default Setting: AT)
Expansion Software Support
Expansion 1x M.2 Type M 2280 (with 1x PCle Gen4 x4) 0s Windows 11, Linux

1xM.2 Type B 3042/3052/2242 (with SATA and USB 2.0, USB e -

3.0, with 1x SIM card slot, supports WWAN+GNSS or SSD) Eaifiicatioln

*0Only supports one SIM card (co-lay 1x 10pin FPC connector Certification Information CE, FCC Class, RoHS Compliant

for uSIM card adapter) support 5G (3.3V & 3.8V) /0

1xM.2 Type E 2230 support CNViand WiFi 6E module

(1x PCle x1& USB 2.0 Signal) USB 3xUSB 3.2 Gen2

4xUSB2.0

Storage 1x USB Type C support DP/USB 3.2 Gen 1, 5V x 3A
Storage 1xM.2(Type M, 2280) COM Port 2 RS-232/422/485

1xM.2(Type B, 3042/3052/2242)

1x SATA I SATA 1x SATA I
Display DIO 1x 8-bit GPIO

MIO 1xeSPI

Graphic Chipset
Spec. & Resolution

Multiple Display
LVDS

Intel® UHD Graphics or Iris® Xe Graphics CPU integrated

1x DP 2.1: Max 7680 x 4320 @ 60Hz

1x HDMI 2.0b 4096 x 2160 @ 30Hz 24bbp

1x USB Type C support DP: 4096 x 2304 @ 60Hz 36bbp,

5120 x 3200 @ 60Hz 24bbp

1x LVDS: 1920 x 1080 Dual channel 18/24-bits LVDS (Chrontel
CH7513A-BF eDP to LVDS)or 1x eDP: 1920 x 1080 @ 60Hz

(2 Lanes), default LVDS

Note: JLVDS1Support 1x LVDS or 1x eDP

Four Display
1x LVDS: 1920 x 1080 Dual channel 18/24-bits LVDS (Chrontel
CH7513A-BF eDP to LVDS) or 1x eDP: 1920 x 1080 @ 60Hz

(2 Lanes) Default LVDS.
Note: JLVDS1Support 1x LVDS or 1x eDP
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1x SIM Card Slot

Mechanical & Environmental

Standard Temperature CPU SKU: 0°C ~ 60°C (-4~140°F)
with 0.5m/s Air Flow

Extend Temperature CPU SKU: -40°C ~ 70°C(-40~°158F)
with 0.5m/s Air Flow for Wide Temp CPU SKU

-40°C ~ 75°C (-40°F ~ 167°F)
40°C @ 95% Relative Humidity, Non-condensing
0.441bs(0.2kg)

DCin+9V ~+36V or USB type C Adapter(20V)Note:
DCIN & USB type C Adapter can only use either one.

5.7"x 4" (146mm x 101mm)

Operating Temp.

Storage Temp.
Operating Humidity
Weight

Power Requirement

Dimension (L x W)
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13th Gen Intel® Core™ SoC i7/i5/i3/Pentium® BGA Processor

ECM-RPL

3.5" Micro Module

Mechanical Drawing
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Ordering Information
P/N Processor Chipset LAN USsB COoM PCle Slot Power Input Temp.
ECM-RPL-300-A1R Intel® Processor USO0E NA 2 8 2 0 +9~36V DC 0°C ~60°C (32°F ~ 140°F)
ECM-RPL-15S-ATR Intel® Core™ i3-1315UE Processor NA 2 8 2 0 +9~36V DC 0°C ~60°C(32°F ~ 140°F)
ECM-RPL-35S-A1R Intel® Core™ i5-1335UE Processor NA 2 8 2 0 +9~36V DC 0°C ~ 60°C (32°F ~ 140°F)
ECM-RPL-85S-A1R Intel® Core™ i7-1365UE Processor NA 2 8 2 0 +9~36V DC 0°C ~B0°C(32°F ~ 140°F)
ECM-RPL-20S-A1R Intel® Core™ i3-1320PE Processor NA 2 8 2 0 +9~36V DC 0°C ~ 80°C (32°F ~ 140°F)
ECM-RPL-40S-ATR Intel® Core™ i5-1340PE Processor NA 2 8 2 0 +9~36V DC 0°C ~B0°C(32°F ~ 140°F)
ECM-RPL-70S-A1R Intel® Core™ i7-1370PE Processor NA 2 8 2 0 +9~36V DC 0°C ~B60°C (32°F ~ 140°F)
ECM-RPL-15W-AIR Intel® Core™ i3-1315URE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
ECM-RPL-45W-A1R Intel® Core™ i5-1345URE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
ECM-RPL-85W-AIR Intel® Core™ i7-1365URE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
ECM-RPL-20W-A1R Intel® Core™i3-1320PRE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
ECM-RPL-50W-A1R Intel® Core™ i5-1350PRE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
ECM-RPL-70W-ATR Intel® Core™ i7-1370PRE Processor NA 2 8 2 0 +9~36V DC -40°C~70°C (-40°F~158°F)
o o
Packing List
Item P/N Quantity

Serial ATA cable (7-pin, standard) -

1

Wire SATA power cable (15-pin,4P/2.0mm) -

1

Flat cable 9P (M)~ PHD 10P/2.0mm) -

1

CPU Heatsink/Cooler
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E c M R P L 13th Gen Intel® Core™ SoC i7/i5/i3/Pentium® BGA Processor
= 3.5" Micro Module

Block Diagram

Channel A
JBKL »  DDR5SODIMM
DDIA (eDP
LANEx2) PClex4
DPLVDS  ¢——»  CH7513A > M.2KeyM2280
DP++ < bDiB PClex1 -
USB2x1 L MaKeyE
TCP2 v BT/WIFI
HOMI < CNVIO -
SATAXI
RS232/422/485 PClex]
JCOM1 <4—»  Multiprotocol
Transceiver PClex1
UART USB3.2x1 M.2 Key B SIM Card
«—>
3042 & 3052 Slot
RS232/422/485 USB2.0x1
JCOM2 < > MTuItiprot_ocol 13th Gen
ransceiver ) ™ PClexl
Int.el . Cpre 1226LMNT ~ €——p LANT
i7/i5/i3/
EC eSP! U300E PClex]
RIS, s7eve ¢ Pentiume® 226LMNT  ——>  LAN2
JESPI < BGA SATAX]
Processor, S
support up to
| i
W2502560V  4—— 5/28W Max 0SB2.0x1 >
> 2x USB3.2 GEN2x1
USB3.2x1 , S
TPM «— USB2.0x1 )
USB3.2x1
HDA " 1xUSB3.2 GEN2x1
JAUDIOI  «——>  ALCS888 USB2.0x1 > 1USB2.0
I USB2.0x1 Rear 10
SPKI +——>  ALCIOS USB2.0:2 > JUSE!
i SMBUS USB2.0x1
— .
NCT5655Y LevelShift > SR
I TCP
JDIol USB2.0x1 TPS65994BF <€—» USBC1
8-bit
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E c M R P L 13th Gen Intel® Core™ SoC i7/i5/i3/Pentium® BGA Processor
= 3.5" Micro Module

1/0 Overview

JUSBI JDIot SPK1
SATA1 JUSB2 JAUDIO1l
JSATA_PWRI l .......... JBZ1
USB1 SODIMM1
usB2
JBAT1
JRTCI
DP1
M2KM1
HDMI1 tr—
®—— CPU_FANI
3 JBIOS_SPI
JESPN
LAN1 INT_SIM1
DPLVDS1
JBKL1
USBC1 48K
= JM2BPWRI
JFP1
[JCOMZ M2KE1
PWR1 ~ JCOMI  M2KBI
www.avalue.com evﬂllule
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Assured Systems

Assured Systems is a leading technology company with over 1,500 regular clients in 80 countries, deploying over 85,000
systems to a diverse customer base in 12 years of business. We offer high-quality and innovative rugged computing, display,
networking and data collection solutions to the embedded, industrial, and digital-out-of-home market sectors.

US

sales@assured-systems.com

Sales: +1 347 719 4508
Support: +1 347 719 4508

1309 Coffeen Ave
Ste 1200
Sheridan

WY 82801

USA

EMEA

sales@assured-systems.com

Sales: +44 (0)1785 879 050
Support: +44 (0)1785 879 050

Unit A5 Douglas Park
Stone Business Park
Stone

ST150YJ

United Kingdom

VAT Number: 120 9546 28
Business Registration Number: 07699660
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