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All specifications are subject to change without notice.

Features

2-14

Mechanical & Environmental
Power Requirement 2 x 5-pin ATX power connector

Power Consumption 1.6A/5V (Max.)

Operating Temp. -20 ~ 70°C (-4 ~ 158°F)

Operating Humidity 0 ~ 90% (non-condensing)

Dimensions (L x W) 165 x 115 mm (6.5" x 4.5")

Dimensions

Ordering Information
EmCORE-a5360VL2R AMD® Geode™ LX800 EPIC compact board

CBK-14-5360-00 Cable kit
1 x VGA cable
1 x Audio cable
1 x FDD cable
1 x IDE cable
1 x LPT cable

4 x COM port cables
2 x Ethernet cables
2 x USB cables
1 x KB & MS cable

EmCORE-a5360
AMD®Geode™LX800EPICCompactBoard
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•	 Fanless Design

•	 SolderedOnboardAMD®Geode™LX800Processor
•	 AnalogRGB,andLCDDisplay
•	 SupportAnalogRGBOutput,andTTLInterfaceforLCD
•	 Multi-expansion(4xUSB,1xCFSocket,4xSerialPorts,PCI-104)
•	 Extended Operating Temp.: -20 ~ 70°C

System
CPU AMD® Geode™ LX800 500MHz processor

Memory
1 x 200-pin DDR SO-DIMM Socket supporting 200MHz 
SDRAM up to 1GB

Chipset AMD® LX800 + CS5536

BIOS Phoenix-Award PnP Flash BIOS

Storage

1 x Ultra ATA, support 2 IDE devices

1 x CompactFlash Type II Socket

1 x Floppy disk drive

Watchdog Timer 1~255 levels reset

I/O
Serial Port

4 x COM ports (3 x RS-232, 1 x RS-232/422/485 
selectable)

Parallel Port SPP/EPP/ECP mode selectable

IrDA 1 x SIR IrDA 1.1 compliant

USB Port 4 x USB 2.0 ports

KB/MS
One 1 x 6-pin wafer connector for PS/2 interface Keyboard 
and Mouse

Digital I/O 16-bit Digital Input/Output

Expansion Bus PC/104-Plus interface

Ethernet
Chipset 2 x Realtek RTL8100CL 10/100Base-T Ethernet controllers

Audio
CODEC/Interface Realtek ALC203 AC97 Audio Codec, Mic-in/Line-in/Line-out

Display
Graphics Chipset

AMD® Geode™ LX800 integrated VGA controller with 2D 
engine (Shared memory Max. 64MB)

Graphics Interface LCD: 18/24-bit TTL up to 1280 x 1024
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Assured Systems
Assured Systems is a leading technology company with over 1,500 regular clients in 80 countries, deploying over 85,000
systems to a diverse customer base in 12 years of business. We offer high-quality and innovative rugged computing, display,
networking and data collection solutions to the embedded, industrial, and digital-out-of-home market sectors.

US
sales@assured-systems.com

Sales: +1 347 719 4508
Support: +1 347 719 4508

1309 Coffeen Ave
Ste 1200
Sheridan
WY 82801
USA

EMEA
sales@assured-systems.com

Sales: +44 (0)1785 879 050
Support: +44 (0)1785 879 050

Unit A5 Douglas Park
Stone Business Park
Stone
ST15 0YJ
United Kingdom

VAT Number: 120 9546 28
Business Registration Number: 07699660
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