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Standard RISC Gateway with ARM i.MX8M Plus Quad-Core Cortex-A53 1.6GHz Processor
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ARM NXP i.MX8M Plus Quad-Core, Cortex-A53 1.6GHz
LPDDR4, up to 4 GB, eMMC 5.1 x 1

USB 3.0Gen1x2

x 1, Full-sized minicard x 1

COM x 2, CAN x 2, TPM 2.0

© = @ LI( € RS

LPDDR HOMI

USB 2.0 USB 3.0 Giga LAN

Specifications

System

ARM NXP i.MX8M Plus Quad-Core Cortex-A53 1.6GHz Processor (Default w/NPU,

IREEBEST optional w/o NPU)
Memory Onboard LPDDR4 up to 4GB (8GB by request)
eMMC 5.1 16/32GB (Optional 64/128 GB
S Micro SD Card slot x(W ’ )
Real Time Clock RTC x 1, with 3V CR2032H Lithium battery
Security TPM 2.0 (optional)
Indicators Progr LED control x 3
Cellular Full Size Mini Card x 1 (USB signal)
Wireless Lan M.2 2230 E-key x 1 (USB, PCle)
Debian 11 (Default, GUI is optional)
. Android 13
Operating System Win 10 10T
Yocto 4.0
Support Protocol Modbus, MQTT, OPCUA
1/0 Interfaces
Serial Port RS-232/422/485 switchable x 2, Phoenix Connector
Ethernet E&%ﬁ:ﬁ?ﬁ q?&i}?i’?ftjﬁtegrmed RGMII
Audio Line Out x 1 (optional)
UsB USB 3.0 Type-Ax 2
ADC —
DI/DO —
CAN Bus CAN-FD x 2 CH, Phoenix Connector
Display HDMI2.0x 1
Power Connector 2Pin 3.81mm Pitch Phoenix Connector
Debug Port Micro USB x 1
M.2 2230 E-key x 1, support Wifi/BT module
Expansion Slot Full Size Mini Card x 1, support 4G module, etc)

Power control available by software

Other Interface

Power Supply

Power Requirement DC 9-36V (Optional: 12V)

Power Ct 14.8W (Full Loading)

MTBF (Hours) 1,699,754 Hours
Environmental and Mechanical

Dimension 4.25" x3.12" x 1.69” (108mm x 79.5mm x 43mm)
Weight 1.01 Ibs (0.46kg)

Mount Options Wall Mount, Din Rail (Optional)
Operation Temperature -40 °F ~ 176 °F (-40 °C ~ 80 °C)
Storage Temperature -40 °F ~ 176 °F (-40 °C ~ 80 °C)
Operation Humidity 0% ~ 90% relative humidity, non-
Certification CE/FCC Class A

Packing List

* SRG-IMX8PL x 1

* 2pin 3.81mm Power Terminal block w/lock AWG 28~14 x 1
* 18pin 2.54mm Phoenix plug in Connector/lock AWG 30~20 x 1

Note: All specifications are subject to change without notice.

Page 1/3


https://www.assured-systems.com/
https://www.assured-systems.com/fr/aaeon-srg-imx8pl-arm-i-mx8m-plus-quad-core-cortex-a53-standard-gateway-solution/
https://www.assured-systems.com
mailto:sales@assured-systems.com

ASSURED AAEON Technology SRG-IMX8PL Get Quote

SYSTEMS

— SRG-IMX8PL

Dimension Urit:

=
(2]
(1]
@D
AY)
—
2
)
=
7
0 (=]
S'6L -
c
—
G/ =4
o
0S =
(]
N &> o > ;
=
»
(1]
N =
Z (1)
B 3 i s
2l = o
. . <
. . Q0
§ m
s
. °
O: 5
=
(2]
H Ll o K @,
L] 5
0 [e2)
¢l s( g
[ ]
Optional Accessories
Part Number Description
QTHER2560 :glzesl.“(;m card. 4G LTE. module kit. Global Band W/ SIM holder. W/Cable & antenna. Quectel.
M.2 2230 E key Wireless Kit.802.11 ac/a/b/g/n + BT 5.0.2T2R, Enli RTL-8822CE.w/2 sets of cable
CEEIRERL and antenna
9651PX8L00 AAC/DC Adapter.100V-240V.12VDC.40W.3.34A (for sample order), w/packaging box
1255300400 Power Adapter.DC.100-240V.12V.3.34A.40W.3P Phoenix P=3.8Tmm.
170203180J POWER CORD.3P-250V 13A.1.8M.UK
170X000799 POWER CORD.3P-125V 10A.1.8M.USA
170X000800 POWER CORD.3P-250V 10A.1.8M.EU
170X000806 POWER CORD.3P-125V 7A.1.8M.TWN
170X000803 POWER CORD.3P-125V 7A.1.8M.JPN
9651IMX804 Wall mount kit. 75x27mm
9651IMX803 DIN rail kit.25mm
Ordering Information
. . Operating q
Part Number CPU NPU Memory Display Storage LAN UsB com Expansion Slot POWER Temp Audio Others 0s
ARM NXP i.MX8M Plus
SRG- " - 2.3 Onboard eMMC 16GB USB 3.0 Gen1 . M.22230 E-key x 1 +12V (Lockable A0° o | .
IMX8PL-A10-0001 Quad-Core Cortex-A53 TOPs  |LPDDR4 2GB HDMIx 1 MicroSD x1 GbE X2 X2 RS232(4-wire)/422/485 x 2 miniCard (Full x 1 terminal block) 40°C ~ 80°C CAN2.0FDx2 |Debian 11
1.6GHz Processor
ARM NXP i.MX8M Plus
- N - 23 Onboard eMMC 32GB USB 3.0 Gen1 ; M.2 2230 E-key x 1 +9~36V (Lockable | _ -80°C | — TPMx 1 .
IMXgPL-AT0-0002 | 2ua0-Core CorexASS a0 ppppg agp MM icrognxt | SPEX2 AS282(4-ire)/4221485 X2 | ivicarg (Ful x1 | terminal block) 40°C-80°C cAN20Fpx2 | DN
1.6GHz Processor
Note: All specifications are subject to change without notice. WWW.aaeon.com 02-4 m
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Assured Systems

Assured Systems is a leading technology company with over 1,500 regular clients in 80 countries, deploying over 85,000
systems to a diverse customer base in 12 years of business. We offer high-quality and innovative rugged computing, display,
networking and data collection solutions to the embedded, industrial, and digital-out-of-home market sectors.

US

sales@assured-systems.com

Sales: +1 347 719 4508
Support: +1 347 719 4508

1309 Coffeen Ave
Ste 1200
Sheridan

WY 82801

USA

EMEA

sales@assured-systems.com

Sales: +44 (0)1785 879 050
Support: +44 (0)1785 879 050

Unit A5 Douglas Park
Stone Business Park
Stone

ST150YJ

United Kingdom

VAT Number: 120 9546 28
Business Registration Number: 07699660
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