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* All specifications are subject to change without prior notice.www.elgens.com.tw

Dimension & I/O Connector

ELGENS CO., LTD
Last update: 05/19/2022

TDM-P215WT Series 
21.5" Bezel-Free P-cap Monitor with Front Side 
IP65/66, VGA/DP/HDMI, Panel Mounting Kits, 
and Power Input DC 12V   

Features
IPS Wide Viewing Angle
Bezel-Free Design
IP65 Front Bezel 
IP66 Front Bezel Compliant
VGA/DP/HDMI
USB Port for Touch
DC 12V Power Input (Optional DC9~36V)
 

Optional 256 Levels Dimming
Optional OSD in Front Right Side
Optional IEC-60945 Compliance
Optional 1000 nits High Brightness
Optional M12 Metal Connector 
Backside OSD Buttons
Optional Anti-UV / Irradiation 
Optional Color Calibration / ECDIS

Specification
Max. Resolution
Contrast Ratio
Max. Color
Luminance (cd/m2)

View Angle
Touch Screen
Power Input

Mounting

Operating Temp
Storage temp
OSD Function

1920*1080
5000 : 1
16.7 M
500 nits
Optional backlight 1000~1500 nits
89/89/89/89
21.5" P-cap USB interface
DC 12V with DC 12V adapter 
by 3-Pin Terminal Block
Panel Mount
VESA Mount 75x75/100x100
-40 ~ 80 °C / -20 ~ 60 °C
-40 ~ 80 °C / -20 ~ 60 °C
1. Power 
2. Backlight Up 
3. Back light Down 
4. Home 
5. Status switch
6. LED for Day, Noon and Night status
(Optional Only for ECDIS)

Ordering Information
TDM-P215WT

TDM-P215W

TDM-P215WE

21.5" Bezel-Free P-cap Monitor with Front Side 
IP65/66, VGA/DP/HDMI, Panel Mounting Kits, Power 
Input DC 12V, and operating temp -20 ~ 70 °C
21.5" Bezel-Free P-cap Monitor with Front Side 
IP65/66, VGA/DVI/HDMI, Panel Mounting Kits, Power 
Input DC 12V, and operating temp -20 ~ 60 °C
21.5" Bezel-Free P-cap Monitor,VGA/DVI/HDMI, Panel 
Mounting Kits, Power Input DC 12V, and operating 
temp 0 ~ 50 °C

Ordering Code
TDM-P215WT
H = High Brightness 1000 nits LED backlight
OB = Optical Bonding
B = Glass Without Touch
AG = Anti-Glare
AR = Anti-Reflection
V = Vandal Proof Glass (By Project)
M= M12 Metal Connector
P= M12 Plastic Connector
R= Rackmount with Handles

 -H / -OB / -B / -AG / -AR / -V / -M / -P / -R
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Assured Systems
Assured Systems is a leading technology company with over 1,500 regular clients in 80 countries, deploying over 85,000
systems to a diverse customer base in 12 years of business. We offer high-quality and innovative rugged computing, display,
networking and data collection solutions to the embedded, industrial, and digital-out-of-home market sectors.

US
sales@assured-systems.com

Sales: +1 347 719 4508
Support: +1 347 719 4508

1309 Coffeen Ave
Ste 1200
Sheridan
WY 82801
USA

EMEA
sales@assured-systems.com

Sales: +44 (0)1785 879 050
Support: +44 (0)1785 879 050

Unit A5 Douglas Park
Stone Business Park
Stone
ST15 0YJ
United Kingdom

VAT Number: 120 9546 28
Business Registration Number: 07699660
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