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MPE-M2M/M2E Features 

Specifications

Mini PCIe to M.2 Modules

DFI reserves the right to change the specifications at any time prior to the product's release. Changes thereafter will be based on the product's revision. Please contact your sales 
representative for the exact revision offered in your area. All product names mentioned are trademarks of their respective companies. © June, 2020 DFI Inc.

Mechanical Drawing 

M.2 M key

FEATURES
• Standard PCIe, SATA, USB interface module for Mini PCIe to M.2 
   connector   
• Supports 1 M.2 2242 M key/ M.2 2230 E key 

APPLIED MODELS
• All DFI systems and boards with Mini PCIe.

TEMPERATURE
• Operating: -40oC to 85oC
• Storage: -40oC to 85oC

HUMIDITY  
• 5% to 90%

FORM FACTOR
• Mini PCIe for both full and half sizes 

PORT 1 M.2 2242 M key/ 1 M.2 2230 E key
INTERFACE PCIe, SATA, USB (based on motherboards input)
FORM FACTOR         Mini PCIe for both full and half sizes 

Mini PCIe
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Ordering Information
Module Name P/N Output Interface
MPE-M2M 770-MEM2M1-000G M.2 type 2242 M key
MPE-M2E 770-MEM2E1-000G M.2 type 2230 E key

Packing List
• 1 Mini PCIe-M.2 module

Mini PCIe

M.2 E key
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