
17''Medical Panel PC Series
17''Medical
Panel PC

WMP-175 WMP-172D WMP-172S

Thermal Fanless Fanless Fanless

CPU Intel Atom D525 1.80G
Intel Core 2 Duo U7500
1.06G

Intel Core 2 Duo U7500
1.06G

Chipset SB: ICH8M
NB: GME965
SB: ICH8M

NB: GME965
SB: ICH8M

Memory DDR3 1066, Max. 4GB DDR2 800, Max. 4GB DDR2 800, Max. 4GB

Touch-screen 17” / 5wire resistive 17” / 5wire resistive 17” / 5wire resistive

External I/O

‧USB 2.0 x 3
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 1
‧DB-15 VGA output x 1
‧3.5mm Audio jack x 2
(Line-out, and Mic-in)
‧DC-In x 1
‧Reset button x 1

‧USB 2.0 x 4
‧COM x 3 (RS422/485 x 1,
RS232 x 2)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

‧USB 2.0 x 4
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

Storage HDD
2.5''SATA HDD drive bay x1
,Max.500G

2.5''SATA HDD drive bay
x1,Max.500G

2.5''SATA HDD drive bay
x1,Max.500G

Expansion
Optional PCI or PCI- E slot
x 1
Mini-PCIe x1

‧ PCI x 1
‧ Mini-PCI x1
‧ Mini-PCIe x1

‧Mini-PCI x1

Regulations

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

Size
420 (W) x 360 (H) x 83 (D)
mm

420 (W) x 360 (H) x 83 (D)
mm

420 (W) x 360 (H) x 83 (D)
mm

Weight 6.5KG (w/o power adapter) 6.5KG (w/o power adapter) 6.5KG (w/o power adapter)

1. WMP-175/Atom D525
1.8G/1G RAM/160G
HDD/R-touch/PCI

WMP-172D/Intel Core 2
Duo/1G RAM/160G HDD/R-
touch

WMP-172S/Intel Core 2
Duo/1G RAM/160G HDD/R-
touch

2. WMP-175/Atom D525
1.8G/1G RAM/160G
HDD/IR-touch/PCI-Ex4

1. I/O cover as option 1. I/O cover as default 1. I/O cover as option

2. Optional PCI or PCIe
expansion slot for WMP-175

2. Suppor bootable
Compact Flash Slot for CF
Type I/II storages x
1(Optional CF card)
3. Support WebCam for
option

Ordering
information
 
  

Other
 
  



17''Medical Panel PC Series
17''Medical
Panel PC

WMP-171D WMP-171S

Thermal Low noise smart Fan Low noise smart Fan

CPU
Intel Core 2 Duo T7500
2.20G
Celeron M550 2.0G

Intel Core 2 Duo T7500
2.20G
Celeron M550 2.0G

Chipset
NB: GME965
SB: ICH8M

NB: GME965
SB: ICH8M

Memory DDR2 800, Max. 4GB DDR2 800, Max. 4GB

Touch-screen 17” / 5wire resistive 17” / 5wire resistive

External I/O

‧USB 2.0 x 4
‧COM x 3 (RS422/485 x 1,
RS232 x 2)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

‧USB 2.0 x 4
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

Storage HDD
2.5''SATA HDD drive bay
x1,Max.500G

2.5''SATA HDD drive bay
x1,Max.500G

Expansion
‧ PCI x 1
‧ Mini-PCI x1
‧Mini-PCIe x1

‧Mini-PCI x1

Regulations

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

Size
420 (W) x 360 (H) x 83 (D)
mm

420 (W) x 360 (H) x 83 (D)
mm

Weight 6.5KG (w/o power adapter) 6.5KG (w/o power adapter)

Ordering
information
 
  

WMP-171D/Intel Core 2
Duo/1G RAM/160G HDD/R-
touch

WMP-171S/Intel Core 2
Duo/1G RAM/160G HDD/R-
touch

1. I/O cover as default 1. I/O cover as option
2. Suppor bootable
Compact Flash Slot for CF
Type I/II storages x
1(Optional CF card)
3. Support WebCam for
option

Other
 
  



19''Medical Panel PC Series
19''Medical
Panel PC

WMP-195 WMP-191 WMP-192

Thermal Fanless Low noise smart Fan Fanless

CPU Intel Atom D525 1.80G
Intel Core 2 Duo T7500
2.20G
Celeron M550 2.0G

Intel Core 2 Duo U7500
1.06G

Chipset SB: ICH8M
NB: GME965
SB: ICH8M

NB: GME965
SB: ICH8M

Memory DDR3 1066, Max. 4GB DDR2 800, Max. 4GB DDR2 800, Max. 4GB

Touch-screen
19” / 5wire resistive/ Full
Falt

19” / 5wire resistive/ Full
Falt

19” / 5wire resistive/ Full
Falt

External I/O

‧USB 2.0 x 3
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 1
‧DB-15 VGA output x 1
‧3.5mm Audio jack x 2
(Line-out, and Mic-in)
‧DC-In x 1
‧Reset button x 1

‧USB 2.0 x 4
‧COM x 3 (RS422/485 x 1,
RS232 x 2)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

‧USB 2.0 x 4
‧COM x 3 (RS422/485 x 1,
RS232 x 2)
‧Giga LAN x 2
‧DB-15 VGA output x 1
‧DVIx 1
‧3.5mm Audio jack x 3
(Line-out, Line-in and Mic-
in)
‧PS/2 x 2 (Keyboard,
mouse)
‧DC-In x 1
‧Reset button x 1

Storage HDD
2.5''SATA HDD drive bay x1
,Max.500G

2.5''SATA HDD drive bay
x1,Max.500G

2.5''SATA HDD drive bay
x1,Max.500G

Expansion
Optional PCI or PCI- E slot
x 1
Mini-PCIe x1

‧ PCI x 1
‧ Mini-PCI x1
‧ Mini-PCIe x1

‧ PCI x 1
‧ Mini-PCI x1
‧ Mini-PCIe x1

Regulations

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

Size
440.5 (W) x 369.8 (H) x 83
(D) mm

440.5 (W) x 369.8 (H) x 83
(D) mm

440.5 (W) x 369.8 (H) x 83
(D) mm

Weight 7.5KG (w/o power adapter) 7.5KG (w/o power adapter) 7.5KG (w/o power adapter)

WMP-195, Atom D525
1.8G, DDR3 1G, SATA
160G, R-touch

1.WMP-191,Intel Core 2
Duo 2.2 G, DDR2 1G, SATA
160G, PCI

WMP-192,Intel Core 2
Duo1.06G, DDR2 1G, SATA
160G, PCI

2. WMP-191,Intel Celeron
550 2.0G, DDR2 1G, SATA
160G, PCI

Other
 
  

Optional PCI or PCIe
expansion slot for WMP-195

Ordering
information
 
  



21.5''Medical Panel PC Series
21.5''Medical
Panel PC

WMP-227 WMP-226

Thermal Fanless Low noise smart Fan

CPU

Intel Core i5-2467M
Processor (3M Cache, 1.60
GHz)

Intel  Core i5-2410M (3M
Cache, 2.30 GHz) 35W

Intel  Core i5-2510E (3M
Cache, 2.50 GHz) 35W
Intel  Core i3-2330E (3M
Cache, 2.20 GHz) 35W
Intel  Celeron B810 (2M
Cache, 1.60 GHz) 35W

Chipset HM65 HM65

Memory
DDR3 1066/1333, Max.
8GB

DDR3 1066/1333, Max.
8GB

Touch-screen
21.5” / 5wire resistive / Full
Falt

21.5” / 5wire resistive /
Full Falt

Storage HDD
2.5''SATA HDD drive bay
x2, Max.500G

2.5''SATA HDD drive bay
x2, Max.500G

Expansion
‧Optional PCI or PCIe x 1
‧Mini-PCIe x2

‧Optional PCI or PCIe x 1
‧Mini-PCIe x2

Regulations

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

UL/cUL 60601-1 version 3,
FCC/VCCI class B / EN
60601-1 /EN60601-1-
2:2007 / ISO 14971

Size
540 (W) x 375(H) x 78 (D)
mm

540 (W) x 375(H) x 78 (D)
mm

Weight 7 KG (w/o power adapter) 6.5KG (w/o power adapter)

Ordering
information
 
  

WMP-227,Core i5-
2467M/1.60GHz/DDR3 2G
RAM/ SATA 160G HDD/Full
flat resistive touch/PCI-
Ex16

WMP-226, Core i5-2410M
2.30GHz/ DDR3 2G
RAM/SATA 160G HDD/ Full
flat resistive touch/PCI-
Ex16

Other
 
  

‧USB 2.0 x 4
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 2
‧DVI-I output x 1
‧3.5mm Audio jack x 2
(Line-out, and Mic-in)
‧DC-In x 1
‧Reset button x 1

External I/O

‧USB 2.0 x 4
‧COM x 2 (RS422/485 x 1,
RS232 x 1)
‧Giga LAN x 2
‧DVI-I output x 1
‧3.5mm Audio jack x 2
(Line-out, and Mic-in)
‧DC-In x 1
‧Reset button x 1
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